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COMPANY INTRODUCTION
TianRui Electronics Industrial is a professional manufacturer 
integrated by developing, producing and sales of NTC thermistor 
and temperature sensor.
It is located in Botou Industria zone,Chashan,Town,Dongguan,

TianRuiwas founded in 2001, covering about 1800 square meters. 
After over ten years of growth, TianRui has its own sizable factory 
and complete production testing equipments, and passed 
ISO9001-2008 quality management system certification. The 
products comply with EU ROHS environmental protection directive.

As customized product, NTC sensor is widely used in temperature 
measurement for induction cooker, rice cooker, microwave oven, 
water machine, electric kettle, heater, air conditioner, refrigerator, 
water dispenser, disinfection cabinet, washing machine, coffee 
maker and so on household appliances. Besides, the sensors 
are applicable to automobile, Internet of things, battery, intelligent 
closestool, electric blanket, power overheated protection, lamps 
and lanterns, power tools, medical temperature measurement, 
industrial temperature measurement, garden temperature control 
and breeding industry etc.

TIANRUI adheres to “development achieved by management, 
profits gotten by quality” , advanced enterprise culture and process 
management, to make continuously improvement.
In strict accordance with controlling production process, TianRui
has twelve cellular production lines, providing senior application 
engineer and powerful test team, to ensure terminal product 
defective rate within 5PPM. We make customers request as the 
starting point, accurately grasp the consumer demand to supply 
cost-effective NTC products , by continuously innovation and 
keeping technique and production process optimization, and 
constantly improving quality. 

Based on superior products and services, TIANRUI has gained 
recognition of many global enterprises, including Electrolux
German EGO, Videocon and Panasonic etc. 
Meanwhile, we provide reliable NTC sensor for domestic well-
known appliance brands such as Midea, Galanz, Changhong and 
become superior supplier of many famous enterprises, such as 
Xinbao, Topband, Weili, Vanward and Kinglong motor.

Please tell us your special requirements. Please tell us your special requirements.

●Business Type

   Manufacturer

   Trading Company

 

●Primary Competitive 

    Advantages

   High quality

   Competitive price

   Excellent service

   Reliability

   Reputation

   High customer satisfaction

●OEM Services Provided

   Yes

●Safety Approval

   RoHS

●Quality system

   ISO9001

●NTC factory

   Employees:80-100

   Engineering:3

   QA/QC:7

●Temperature sensor 

    factory

   Employees:80-100

   Engineering:4

   QA/QC:8

●Our main customers:

Well-trained staff

Effective management

Office environment

Strict QC

Advanced equipment
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Please tell us your special requirements. Please tell us your special requirements.

MF58 Series
TR-A Series

NTC Temperature sensor

TR-B Series

NTC Temperature sensor

TR-C Series

NTC Temperature sensor

TR-D Series

NTC Temperature sensor

TR-F & TR-R Series

NTC Temperature sensor

TR-G Series

NTC Temperature sensor

TR-H Series

NTC Temperature sensor

TR-N Series

NTC Temperature sensor

TR-X Series

NTC Temperature sensor

MF5A4 Series

 MF5A2,3 Series

SMD 0402 Series

SMD 0603 Series

SMD 0805 Series

SMD 1206 Series

MF5E Series

MF5B1,2 Series

MF72 Series

Power NTC Thermistor

MF58-1 Series

 MF11,12 Series

      Thermistor is a semiconductor ceramic made from Mn, Cu, Co, Ni and so on oxide of the transition 
metals, which is sintered at the temperature of 1200℃ to 1400℃ . It is formed combined with our advanced 
semiconductor processing technics, with features of various specifications ,high precision, excellent stability 
and good interchangeable. The basic physical characteristics are resistance value, B value, thermal 
dissipation coefficient, time constant.
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Where:    

    ① NTC Thermistor   

    ② Glass-coated;

    ③ Rated zero-power resistance at 25℃. 

           For example: 502 means R =5KΩ25℃

    ④ Resistance tolerance:  F (±l%) ; G  (±2%) ; H  (±3%) ; J (±5%);

           K (±10%)

    ⑤ B Value (B ): 3950K 25/50℃

    ⑥ B Value tolerance: F (±l%), G (±2%); H (±3%)

      

B Value tolerance: F (±l%), G (±2%); H (±3%)

      

 

 

Rated zero-power resistance at 25℃. 

For example: 502 means R =5KΩ25℃

MFA3-2

MF5A2

MF5A3

Please tell us your special requirements. Please tell us your special requirements.

Glass shell diode

Operating 
Temperature
Range (℃)

Operating
Temperature
Range (℃)

    

-40~+150℃

-40~+150℃

-40~+150℃

-40~+150℃

-40~+250℃

-40~+250℃

-40~+300℃

-40~+300℃

-40~+300℃

-40~+300℃

DONGGUAN TIANRUI ELECTRONIC CO.,LTD. www.fuse-china.com
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MF5B1
MF5A4-1

MF5A4-2

MF5B2

Please tell us your special requirements. Please tell us your special requirements.

Operating
Temperature
Range (℃)

Rated zero-power resistance at 25℃. 

For example: 502 means R =5KΩ25℃

Shape: pearl-shape

Glass-coated

    

-40~+150℃

-40~+150℃

-40~+150℃

-40~+150℃

-40~+150℃

-40~+150℃

-40~+150℃

-40~+150℃

-40~+250℃

-40~+300℃

DONGGUAN TIANRUI ELECTRONIC CO.,LTD. www.fuse-china.com
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good stability.

Please tell us your special requirements. Please tell us your special requirements.

Rated zero-power resistance at 25℃. 

For example: 502 means R =5KΩ25℃

: 3950K

Compensation NTC

    DONGGUAN TIANRUI ELECTRONIC CO.,LTD. www.fuse-china.com
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B Value tolerance: F (±l%), G (±2%); H (±3%)

Please tell us your special requirements. Please tell us your special requirements.

Operating
Temperature
Range (℃)

Where:

: 3950K 

Rated zero-power resistance at 25℃. 

For example: 103 means R =10KΩ25℃

:

    

SMD taping package

-40~+150℃

-40~+150℃

-40~+150℃

-40~+250℃

-40~+250℃

-40~+300℃

-40~+300℃

-40~+300℃

DONGGUAN TIANRUI ELECTRONIC CO.,LTD. www.fuse-china.com
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●Standard NTC: 

   R25℃=100KΩ±1%  

   B25/50=3950K±1%

●Operating temperature : 

   -20~150℃

●Application: water heater, 

   wall hanging stove, etc.

●Standard NTC: 

   R =10KΩ±1%  25℃

   B25/50=3600K±1%

Operating temperature : ●

   -20~125℃

Application: water heater, ●

   wall hanging stove, 

   electric kettle, coffee maker, 

   fish tank, etc.

Please tell us your special requirements. Please tell us your special requirements.

●Standard NTC: 

   R25℃=50KΩ±1%  

   B25/50=3950K±1%

●Operating temperature : 

   -20~150℃

●Application: water heater, 

   wall hanging stove, 

   electric kettle, coffee maker, etc.

●Standard NTC:

   R25℃=50KΩ±1%  

   B25/50=3950K±1%

●Operating temperature : 

   -20~150℃

●Application: water heater, 

   wall hanging stove, etc.

Operating
Temperature
Range (℃)

thermal speed, high sensitivity

Rated zero-power resistance at 25℃. 

For example: 103 means R =10KΩ25℃

: 

    

铜镀镍

环氧树脂

Cu

Epoxy resin

200℃ Teflon wire
C3 connector

单位/Unit:mm

单位/Unit:mm

单位/Unit:mm

单位/Unit:mm

200℃氟塑线 
C3连接器

Ø
4
.6

±
0
.1

6

22±1.0

M
8

50~1000

20~900

C3-2Y connector

C3-2Y连接器

17

200  f℃

200℃氟塑线 

Huang Laguan

黄腊管

NTC

热敏电阻 

Copper plating bath

铜镀镍外壳

Epoxy resin

环氧树脂

200℃ Teflon wire

200℃氟塑线 
铜镀镍

Cu
SM连接器

SM connector

环氧树脂

黄腊管

Epoxy resin

TUBE

200℃ Teflon wire

200℃氟塑线 

铜镀镍

环氧树脂

Cu

Epoxy resin

热缩管

Shrinking tube

SM连接器

密封圈
SM connector

Sealing ring

DONGGUAN TIANRUI ELECTRONIC CO.,LTD. www.fuse-china.com
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●Standard NTC: 

   R25℃=50KΩ±1%  

   B25/50=3950K±1%

●Operating temperature : 

   -20~150℃

●Application: soybean milk maker, 

   food processor, etc.

-B1

-A51

●Standard NTC:

   R25℃=10KΩ±1%  

   B25/50=3950K±1%

●Operating temperature : 

   -20~150℃

●Application: water heater, 

   water tank, industrial 

   temperature measurement, etc.

●Standard NTC: 

   R25 =100KΩ±1%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -20~150℃

Application: soybean milk maker, ●

   electric kettle, food processor, etc.

-B72

-A208

●Standard NTC: 

   R200 =8KΩ±5%  ℃

   B125/250=5300K±1%

Operating temperature : ●

   -30~+500℃

Application: automobile, ●

   industrial temperature 

   measurement, etc.

-A212

●Standard NTC: 

   R100 =3.3KΩ±2.5%  ℃

   B0/100=3970K±2%

Operating temperature : ●

   -30~+150℃

Application: automobile, ●

   industrial temperature 

   measurement, etc.

-A212-1

-A193

●Standard NTC: 

   R25 =100KΩ±1%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -30~250℃

Application: health pot, ●

   electric kettle, coffee maker

-C329

15Please tell us your special requirements. 16Please tell us your special requirements.

●Standard NTC:

   R25℃=10KΩ±2%  

   B25/85=3435K±1%

Operating temperature : ●

   -20~150℃

Application: coffee maker, ●

   bottle warmer, tea maker, 

   water heater, food processor, etc. 

●Standard NTC:

   R25℃=100KΩ±1%  

   B25/50=3950K±1%

Operating temperature : ●

   -20~150℃

Application: oil expeller, ●

   coffee maker, tea maker, 

   water heater, yogurt maker,etc. 

    

Ø4.8

Ø8

Ø10.8

9

2
0

1
.5

Ø10.8

NTC

热敏电阻

Copper case

铜外壳

200  f℃

200℃氟塑线 

2
.2

3.3

11.3±0.2

30±0.5

12.5±0.24.0

Ø
4
.8

±
0
.1

Ø
8
.8

±
0
.1

1.0

NTC

热敏电阻
Copper plating bath

铜镀镍外壳

tube热缩管

Heat shrinkable 

半剥6mm

50~1000

24AWG 200℃ for black plastic wire

24 AWG 200℃黑色氟塑线

M
8
X

1
.2

5

六
角

对
边

9
.0

Epoxy resin

环氧树脂

10

Semi stripping 6mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

200℃ Teflon wire

200℃氟塑线 铜镀镍

Cu TerminalTUBE

C3 端子黄腊管

200℃ Teflon wire C3 connector

200℃氟塑线 C3连接器铜镀镍

Cu

C3 connector

C3连接器

热缩管

Shrinking tube

SUS

不锈钢

105℃ PVC wire

105℃ PVC双排线

铜镀镍

环氧树脂

Cu

Epoxy resin

125℃ PE wire

125℃ PE线

C3 connector

C3连接器

200℃ Teflon wire Connector
200℃氟塑线 

连接器

热缩管

Shrinking tube

Cu

铜

Cu

铜 Molex 连接器

Molex connector
105℃ PVC wire

105℃ PVC双排线

DONGGUAN TIANRUI ELECTRONIC CO.,LTD. www.fuse-china.com
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●Standard NTC: 

   R25 =100KΩ±1%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -30~250℃

Application: health pot, airfryer, ●

   etc.

-C449

●Standard NTC: 

   R25 =100KΩ±1%  ℃

   B25/50=3990K±1%

Operating temperature : ●

   -30~180℃

Application: tea maker, ●

   health pot, coffee maker, 

   food processor, etc.

-C487

●Standard NTC: 

   R25 =50KΩ±2%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -30~150℃

Application: tea maker, ●

   health pot, coffee maker, etc.

-C95

●Standard NTC: 

   R25 =10KΩ±1%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -30~100℃

Application: clothes dryer, ●

   washing machine, etc.

-C53-1

●Standard NTC: 

   R25 =10KΩ±2%  ℃

   B25/85=3435K±1%

Operating temperature : ●

   -30~100℃

Application: wine cooler, ●

   refrigerator, etc.

-C15-1

●Standard NTC: 

   R25 =50KΩ±1%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -20~150℃

Application: water heater, ●

   air conditioner, foot tub, etc.

-C435-1

●Standard NTC: 

   R25 =50KΩ±1%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -20~150℃

Application: ●

   heat-pump water heater, foot tub, 

   air conditioner, etc. 

-C256

●Standard NTC: 

   R25 =100KΩ±1%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -30~250℃

Application: toaster, oven, ●

   coffee maker, etc.

-C316

17Please tell us your special requirements. 18Please tell us your special requirements.

    

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

200℃ Teflon wire

200℃氟塑线 

TerminalTeflon sleeve

C3 端子铁氟龙管

AL

铝

C3 connector

C3连接器

SUS

不锈钢

125℃ PE wire

125℃ PE线

200℃ Teflon wire C3 connector

200℃氟塑线 C3连接器

SUS

不锈钢

C3 connector

Shrinking tube

C3连接器

热缩管 105℃ PVC wire

105℃ PVC双排线ABS

SM连接器

SM connector
SUS

2651�wire

不锈钢
2651包芯线

200℃ Teflon wire C3 connector
200℃氟塑线 

C3连接器铜镀镍

弹簧 

弹簧 

电木

Cu

Spring 

Spring 

Bakelite

200℃ Teflon wire

200℃ Teflon wire

200℃氟塑线 

200℃氟塑线 

铜镀镍

铜镀镍

Cu

Cu

Terminal

端子

C3 connector

C3连接器

M6 螺母

Terminal

Sealing ring

C3 端子

密封圈

DONGGUAN TIANRUI ELECTRONIC CO.,LTD. www.fuse-china.com
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●Standard NTC: 

   R25 =100KΩ±1%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -30~150℃

Application: health pot, ●

   electric kettle, coffee maker, 

   food processor, etc.

-G113-2

●Standard NTC: 

   R25 =100KΩ±1%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -30~180℃

Application: microwave oven, ●

   rice cooker, coffee maker, etc.

-G100

●Standard NTC: 

   R25 =10KΩ±1%  ℃

   B25/50=3380K±1%

Operating temperature : ●

   -20~125℃

Application: water dispenser, ●

   lithium battery, electric car, 

   refrigerator, wine cooler,

   air conditioner, electric heater, 

   toilets, electric motor, etc.

 

-F27-6

●Standard NTC: 

   R25 =5KΩ±1%  ℃

   B25/85=3470K±1%

Operating temperature : ●

   -30~150℃

Application: lithium battery, ●

   electric heater, industrial 

   temperature measurement, etc. 

-F19-1

●Standard NTC: 

   R25 =10KΩ±5%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -20~125℃

Application: lithium battery, ●

   air conditioner, power tool, etc.

-F120-1

●Standard NTC: 

   R25 =100KΩ±1%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -20~250℃

Application: oil expeller, ●

   toaster, microwave oven, etc.

-D102TR 1

●Standard NTC: 

   R25 =10KΩ±1%  ℃

   B25/85=3435K±1%

Operating temperature : ●

   -30~125℃

Application: lithium battery, ●

   transducer, surface temperature 

   measurement, etc.

-D145

●Standard NTC: 

   R25 =100KΩ±2%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -20~150℃

Application: induction cooker, ●

   transducer, lithium battery, 

   electric motor, etc.

-D43

19Please tell us your special requirements. 20Please tell us your special requirements.

    

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

200℃ Teflon wire

200℃氟塑线 

200℃

SUS

SUS

Terminal

Tinned

不锈钢

不锈钢

端子

上锡

C3 connector

C3 connector

C3连接器

C3连接器

环氧树脂

环氧树脂

Epoxy resin

Epoxy resin

125℃ PE wire

125℃ PE线

200℃ Teflon wire

200℃氟塑线 

环氧树脂

Epoxy resin

上锡

Tinned
105℃ PVC wire

105℃ PVC wire

105℃ PVC双排线

105℃ PVC双排线

C3 connector

Terminal

Tube

C3连接器

C3 端子

PVC管

铜镀镍

铜镀镍

铜镀镍

环氧树脂

环氧树脂此面要求平直

白色硅胶

Cu

Cu

Cu

Epoxy resin

Epoxy resin

200℃ Teflon wire

200℃氟塑线 
连接器

Connector

DONGGUAN TIANRUI ELECTRONIC CO.,LTD. www.fuse-china.com
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单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

200℃ Teflon wire

200℃ Teflon wire

200℃ Teflon wire

200℃ Teflon wire

200℃氟塑线 

200℃氟塑线 

200℃氟塑线 

200℃氟塑线 

SUS

SUS

SUS

SUS

Sealing ring

Terminal

不锈钢

不锈钢

不锈钢

不锈钢

玻纤管 
铜带 

尼龙扎带

密封圈

端子

C3 connector

Connector

JC25 connector

C3连接器

连接器

JC25 连接器

200℃ Teflon wire

200℃ Teflon wire

200℃ Teflon wire

C3 connector

C3 connector

C3 connector

200℃氟塑线 

200℃氟塑线 

200℃氟塑线 

C3连接器

C3连接器

C3连接器

热缩管

热缩管

硅胶套管

Shrinking tube

Shrinking tube

Silicone sleeve

SUS

SUS

SUS

不锈钢

不锈钢

不锈钢

●Standard NTC: 

   R25 =50KΩ±1%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -30~150℃

Application: rice cooker, ●

   microwave oven, etc.

●Standard NTC: 

   R25 =100KΩ±1%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -30~150℃

Application: rice cooker, ●

   toaster, etc.

●Standard NTC: 

   R25 =100KΩ±1%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -20~250℃

Application: oil expeller, toaster, ●

   microwave oven, etc.

-G183

-G163

-G144

●Standard NTC: 

   R25 =100KΩ±1%  ℃

   B25/50=3950K±1%

Operating temperature : ●

   -20~250℃

Application: oil expeller, toaster, ●

   microwave oven, etc.

-G5

●Standard NTC: 

   R25 =100KΩ±1%  ℃

   B25/50=4200K±1%

Operating temperature : ●

   -30~150℃

Application: soybean milk maker,●

   electric kettle, 

   industrial water tank, etc.

-G40-1

●Standard NTC: 

   R25 =100KΩ±1%  ℃

   B25/50=3990K±1%

Operating temperature : ●

   -30~150℃

Application: electric kettle, ●

   coffee maker, food processor, 

   soybean milk maker, etc.

-G6-5

●Standard NTC: 

   R45℃=4.358K±1%  

   B25/50=3950K±1%

Operating temperature : ●

   -20~200℃

Application: clothes dryer, ●

   washing machine, oven, etc.

-G45-1

●Standard NTC: 

   R25 =10KΩ±1%  ℃

   B25/50=4200K±1%

Operating temperature : ●

   -30~150℃

Application: coffee maker,●

   electric kettle, 

   soybean milk maker, etc.

-G92-B
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●Standard NTC: 

   R =100KΩ±1%  25℃

   B25/50=3990K±1%

Operating temperature : ●

   -20~150℃

Application: water heater, ●

   coffee maker, electric kettle, etc.

-H65

●Standard NTC: 

   R =100KΩ±1%  25℃

   B25/50=3950K±1%

Operating temperature : ●

   -30~150℃

Application: electric kettle, ●

   water heater, coffee maker, 

   food processor, etc.

-H100

●Standard NTC: 

   R =100KΩ±1%  25℃

   B25/50=3950K±1%

●Operating temperature : 

   -30~150℃

●Application: coffee maker, 

   electric kettle, etc.

 

-H66

●Standard NTC: 

   R =50KΩ±1%  25℃

   B25/50=3950K±1%

●Operating temperature : 

   -30~150℃

●Application: oven, toaster, 

   water dispenser, etc.

-H79

●Standard NTC: 

   R =10KΩ±1%  25℃

   B25/50=3380K±1%

Operating temperature : ●

   -20~150℃

Application: water heater, ●

   electric kettle, coffee maker, 

   toilets, etc.

-H85

●Standard NTC: 

   R =50KΩ±1%  25℃

   B25/50=3950K±1%

Operating temperature : ●

   -20~150℃

Application: water heater, ●

   coffee maker, electric kettle, etc.

-H89-1

●Standard NTC: 

   R =50KΩ±1%  25℃

   B25/50=3950K±1%

●Operating temperature : 

   -20~150℃

●Application: water heater, 

   coffee maker, electric kettle, etc.

-H87-1

●Standard NTC: 

   R =100KΩ±1%  25℃

   B =3990K±1%25/50

Operating temperature : ●

   -30~280℃

Application: oven. etc.●

-G192

23Please tell us your special requirements. 24Please tell us your special requirements.

    

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

200℃ Teflon wire TerminalCu

Cu

Cu

Cu

Cu

Cu

Cu

SUS

SUS

Shielding net wire

SUS

SUS

SUS

SUS

SUS

SUS

200℃氟塑线 C3 端子铜

铜

铜镀镍

铜

铜

铜

铜

不锈钢

不锈钢

此处铆压

屏蔽网线

不锈钢

不锈钢

不锈钢

不锈钢

不锈钢

不锈钢

SM连接器

SM连接器

SM connector

SM connector

125℃ PE wine

125℃ PE线

200℃ Teflon wire

200℃ Teflon wire

200℃氟塑线 

200℃氟塑线 上锡

Tinned

200℃ Teflon wire C3 connector

200℃氟塑线 C3连接器

200℃ Teflon wire

200℃ Teflon wire

C3 connector

Terminal

200℃氟塑线 

200℃氟塑线 

玻纤管

螺母

C3连接器

187 端子

SM连接器

SM connector
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●Standard NTC: 

   R =100KΩ±1%  25℃

   B25/50=3950K±1%

●Operating temperature : 

   -30~180℃

●Application: sterilizer cabinet, 

   oil expeller, etc.

●Standard NTC: 

   R =100KΩ±1%  25℃

   B25/50=3950K±1%

   Fuse: 172℃

●Operating temperature : 

   -30~+250℃

●Application: rice cooker, etc.

●Standard NTC: 

   R =100KΩ±1%  25℃

   B25/50=3950K±1%

●Operating temperature : 

   -30~180℃

●Application: sterilizer cabinet, 

   oil expeller, etc.

●Standard NTC: 

   R =20KΩ±1%  25℃

   B25/50=3950K±1%

●Operating temperature : 

   -20~150℃

●Application: tea maker, 

   electric kettle, etc.

-N36

●Standard NTC: 

   R =100KΩ±1%  25℃

   B25/50=3600K±1%

●Operating temperature : 

   -20~+200℃

●Application: food processor, 

   rice cooker, soup pot, etc.

-N27

-K19

-K2

-J11

●Standard NTC: 

   R =10KΩ±2%  25℃

   B25/85=3435K±1%

●Operating temperature : 

   -30~125℃

●Application: refrigerator, 

   wine cooler, water dispenser, 

   electric vacuum cleaner, etc.

-R6-7

●Standard NTC:  

   R13℃=18.0～18.3K  

   B25/50=3950K±1%

●Operating temperature : 

   -30~125℃

●Application: water dispenser, 

   refrigerator, wine cooler, etc.

-R68-1(黄色)

●Standard NTC: 

   R =10KΩ±5%  25℃

   B25/50=3950K±1%

●Operating temperature : 

   -30~125℃

●Application:lithium battery, 

   electric motor, mobile power, etc.

-R150

25Please tell us your special requirements. 26Please tell us your special requirements.

    

Tie

扎带

Fixed bracket

固定支架

A spring
压盖弹簧

Heat sensitive plate
热敏电阻固定板

Fuse plate
熔断器固定板

Aluminum case
铝外壳

Thermistor

热敏电阻Thermal fuse

热熔断器

Copper strip

铜带

200℃ glass fiber glass

200℃玻纤线

200℃ glass fiber glass

200℃玻纤线

200℃ glass fiber glass

200℃玻纤线

Heat shrinkable tube

热缩管

Earth ring terminal

地环端子

C3-2Y connector

C3-2Y连接器

187 lock pin

187带锁端子

Terminal sheath

端子护套

Earth ring terminal

地环端子

Heat shrinkable tube

热缩管

Ø28

Ø34

60

1
3

.2
±
0

.1

9.2±0.1 50~1000

20~90025

35

50~1000

16±0.1

19.5±0.1

3.0

23.1±0.1

24.1±0.1

5
.2

±
0

.0
5

1
0

.2
±
0

.1

2
.51
.4

2
.2

A

A

BB

4
.2

1
0

.2

5
.2

±
0

.0
5

A-A

12.2

13.2±0.1

B-B

9
.2

±
0

.1

R0.5 R1.0

R8.4
R1.0

NTC 

C3-2Y connector
C3-2Y连接器

200℃Fluorine plastic line
200℃氟塑线

Ring 

地环
Heat shrinkable tube

热缩管

Inner fiber outer tube

内纤外硅管

Glass fiber tube

玻纤管

Copper strip

铜带

Heat shrinkable tube

热缩管

Copper strip 铜带

SUS 不锈钢外壳

热敏电阻

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

200℃ Teflon wire

200℃氟塑线 

环氧树脂

Epoxy resin

热缩管

剥皮3mm上锡

上锡

Shrinking tube

Tinned

C3 connector

C3连接器

热缩管

热缩管

SM连接器

Shrinking tube

Shrinking tube

SM connector

200℃ Teflon wire

200℃氟塑线 

80℃ PVC wire

80℃ PVC 线

200℃ Teflon wire

200℃ Teflon wire

Connector
200℃氟塑线 

200℃氟塑线 

连接器

热缩管

铝壳

铝壳

Shrinking tube

A1

A1

C3 connector

C3连接器

200℃ Teflon wire C3 connector

200℃氟塑线 C3连接器
铜镀镍

Cu
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●Standard NTC: 

   R =50KΩ±1%  25℃

   B25/50=3950K±1%

●Operating temperature : 

   -30~250℃

●Application: induction cooker, 

   rice cooker, etc.

-R119-7

●Standard NTC: 

   R =100KΩ±1%  25℃

   B25/50=3950K±1%

●Operating temperature : 

   -30~250℃

●Application: toaster, oven, etc.

-X33

●Standard NTC: 

   R =0.55KΩ±2.5%  200℃

   B100/200=4300K±1%

●Operating temperature : 

   -30~250℃

●Application: induction cooker, 

   coffee maker

-X40

●Standard NTC: 

   R 100KΩ±1%  25℃

   B25/50=3990K±1%

●Operating temperature : 

   -20~250℃

●Application: induction cooker, etc.

-X52-6

●Standard NTC: 

   R =100KΩ±1%  25℃

   B25/50=3950K±1%

●Operating temperature : 

   -20~250℃

●Application: induction cooker, etc.

-X54

●Standard NTC: 

   R =0.55KΩ±2.5%  100℃

   B100/200=4300K±1%

●Operating temperature : 

   -30~280℃

●Application: induction cooker, etc.

-X24 

●Standard NTC: 

   R =100KΩ±2%  25℃

   B25/50=3990K±1%

●Operating temperature : 

   -20~250℃

●Application: induction cooker, etc.

-X50

●Standard NTC: 

   R =100KΩ±2%  25℃

   B25/50=3990K±1%

●Operating temperature : 

   -20~250℃

●Application: induction cooker, etc.

-X15
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单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

单位/Unit:mm单位/Unit:mm

支架

支架

支架

支架

支架

铁氟龙管

热缩管

热缩管

陶瓷头

陶瓷头

支架

玻纤线

支架府视图

支架府视图

Silicone holder

Silicone holder

Silicone holder

Silicone holder

Silicone holder

Teflon sleeve

Shrinking tube

Shrinking tube

Ceramic

Ceramic

Silicone holder

Glassfiber sleeve

200℃ Teflon wire

200℃ Teflon wire

200℃ Teflon wire

200℃ Teflon wire

200℃ Teflon wire

200℃ Teflon wire

200℃ Teflon wire

200℃ Teflon wire

200℃ Teflon wire

C3 connector

C3 connector

C3 connector

C3 connector

C3 connector

JST connector

C3 connector C3 connector

C3 connector

200℃氟塑线 

200℃氟塑线 

200℃氟塑线 

200℃氟塑线 

200℃氟塑线 

200℃氟塑线 

200℃氟塑线 

200℃氟塑线 

200℃氟塑线 

C3连接器

C3连接器

C3连接器

C3连接器

C3连接器

JST连接器

C3连接器 C3连接器

C3连接器
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