
Main Specifications :

Optional Part :

Ø(mm) L(mm) NO .

SGCB47581810-GS 1.4 58 1800 10 85 $160.00

SGCB47581812-GS 1.68 58 1800 12 100 $190.00

SGCB47581815-GS 2.1 58 1800 15 125 $235.00

SGCB47581816-GS 2.24 58 1800 16 135 $250.00

SGCB47581818-GS 2.52 58 1800 18 150 $275.00

SGCB47581820-GS 2.8 58 1800 20 165 $305.00

SGCB47581824-GS 3.36 58 1800 24 210 $355.00

SGCB47581830-GS 4.2 58 1800 30 260 $435.00

SGCB47581810-SS 1.4 58 1800 10 85 $165.00

SGCB47581812-SS 1.68 58 1800 12 100 $195.00

SGCB47581815-SS 2.1 58 1800 15 125 $240.00

SGCB47581816-SS 2.24 58 1800 16 135 $255.00

SGCB47581818-SS 2.52 58 1800 18 150 $280.00

SGCB47581820-SS 2.8 58 1800 20 165 $310.00

SGCB47581824-SS 3.36 58 1800 24 210 $360.00

SGCB47581830-SS 4.2 58 1800 30 260 $440.00

1) Reflector:aluminum component/stainless steel(add $0.6/tube)

Optional Accessories :

FOB Shanghai 

Price(USD)

3) P/T valve :  6 USD

4) One way valve : 2 USD

5) Solar Controller 25 USD

Model
Light 

Area(㎡)

Vacuum Tube Tank Net 

Capacity

(Liters)

1) Electric heating : 7 USD

2) Magnesium stick : 1.5 USD

Shanghai Spreadsun Solar Energy Co., Ltd

ADD: No.777, East Changzhi Road, Hongko District, Shanghai, CHINA

TEL : +86 21 65370008   FAX : +86 21 65370078   MOB: +86 13775219101   Email: bruce@spreadsun.com   

1) Inner tank:Inner tank:stainless steel--1.2mm or porcelain enamel 2.5mm

2) Vacuum tube: AlN/AIN-SS/CU coating 58-1800mm 

3) Outer tank:(GS) painted/aluminum-zinc coated steel 0.4mm (SS)SUS 304  stainless 

steel-0.4mm
4) insulation:polyurethane 55mm

5) Frame:coated (GS) galvanized steel-1.5mm or (SS) Stainless steel SUS 201 1.2mm


