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Shandong JNDO Hoisting Equipment Co.,Ltd.

Tel:0086-536-8262021

Fax: Q0B86-536-8225121

Email:peterzhang@jndo.cn

Website:; www.jndohoist.com

Address:no.88,dongfeng street, weicheng district, weifang.shandong,china
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Welcome to Shandong JNDO Hoisting Equipment Co. Ltd .

Our factory is located in Weifang city,Shandong Province. As an independent
company, we have the flexibility to offer a vast selection of lifting equipment, our own
cost-effective yet similarly high-quality ranges.

At JNDO Hoisting Equipment , we are dedicated to supplying our customers with
sturdy and reliable safety equipment that is well designed and offers great value . Since
2009, our company has established a perfect quality assurance system which has passed
the ISO9001 quality system certification, CE certificate and GS certification.
our experience has given us a vast knowledge of all types of lifting, rigging, jacking,
rmaterial handling, and winching products.

Our factory always take great care of safety of the products and satisfaction of our
customer .Our products are exported to all over the world such as USA  Australia,
England ,Canada,Germany ,India, Russia,Brazil,and.so on.

Welcome to JNDO.
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JNDO HOISTING

PA Type Electric Hoist

Optional
Wireless Remote Cantrol

Remote Control With
Emergency Button

JNDO HOISTING

Anti-rotation Wire Rope

TECHNICAL PARAMETERS

SAENEN N S

Instructions

Valtage [V}
Mator powen(W) 480 510 B00
Capacitylkg) 100 200 125 3250 150 300 200
Lifting speed{m,/fmin] 10 5 10 5 10 5 10
Lifting heighitirn) 12 L] 12 ] 12 -] 12
pes) 2
{mm) A70=370=160
et weight(kg) 24/22 24/22

hook  hook ook

AC 200/230/240  S0/60HZ

1020 1200
400 2500 500 300 800
5 10 3 10 5
& 12 & 12 &
520=450=170
36/34

1250

350
3
12

Upper Limit Device

DY

Alloy Hook

1300 1600 1800
700 400 800 500 940 A00 990
4 8 4 8 4 8

4
& 1 | 6 12 6 12 &

560 250=350

38/36 3332
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FAB Electric Hoist Multi-functional Mini Hoist

Longer drum.More
than 100m winding length

Low noise.High

i Normally closed type

LAluminium alloy shell. High-pressure casting aluminum technology. brake to make it safe

2.Proximity motor.Brake when power failure,

3. Innovative Strength system. Work normally when low valtage.

4.19X%7 anti-rotary wire rope.Safe to use when with load. Multi-functional Mini Hoist

22k

5.0ptional strong cold air circulation fan,

TECHNICAL PARAMETERS S Speedofmotor SR 2850r/min
220V50HZ 380V50HZ

Power Supply 220V Voltage The voltage can be customized
Capacit 5 -1000k

Rated Power 22000 . %9 :
Lifting speed 8.5m/min-17m/min

Lifting Height 1-100m
Speed of trolley 20m/min

Lifting Speed 10 i

500-1000KG Lifting height 30m

|
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YC Manual Permanent Magnet Lifter PML Double magnetic circuit Permanent Magnet Lifter

Sheet double magnetic circuit permanentintroduction :

Shieet double magnetic circuit permanent lifting can produce magnetic by
magnetic circuit series composed of MdFeB and contral magnetic circuit
system by rotation of the handle, so as to complete work. It has strong
suction, less residual magnetism, lighter weight and reasonable structure.
In particular, it has 30% -40% handie damping fare of single magnetic
permanent lifting and a wider range of application. It can lift more than
Smm magnetic material, an effective solution to the problems of
inefficient single-magnetic circuit permanent magnet lifting,

Main application and its features:

Sheet double magnetic circuit permanent lifting is mainly used for
sucking and connecting lifted workpiece in the process of lifting. It is
convenient fo convenient, reliable and has compact structure. [t is widely
used in factonies, docks, warehouses and transpartation industries to
improve working conditions for lsading and unloading operations and
improve work efficiency.

Introduction to YC Manual Permanent Magnet Lifter
—. Features:

1. Nd-Fe-B Magnet as core component, smaller size, stronger
lifting force and lasting magnetic force.

2. high safety factor up to 3.5 times pulling-out force than rated
lifting.

3.V style design at the bottom of lifter,can lift opposite round
steel or steel board.

4. Easy to use and free to power.,

5. Optimized magnetic circuit design makes residual magnetism | Raied Kifti ; M l-off
= laled lifting Cy i ax. pull-of Operation Met
almost zera. Model strength strength Strength weight
6. Professional appearance design makes product more attractive. I ““ : _
- .
100 00 163 133 60 203

= S PML2-3 300 <80 95
Wildly used for lifting flat mechanical parts and steel, and in some FMLE-6 600 200 1800 234 162 74 267 <80 =
mechnical manufacturing industries, such as machine-building PML2-10 1000 200 1000 302 190 a7 06 <80 175
plant, machining center, shipping building industry etc. PMLZ-20 2000 00 E000 441 231 107 500 <80 77
=, Quality Assurance; PML2-30 3000 1000 000 430 270 134 620 <B0 120
1. Magnet: four year warranty under normal usage. [ Magnetism PML2-60 G000 — 18000 540 360 190 820 <B0 300
will loss or even disappear under more than 70 °C and severe

crash) Automaticmagnetic Permanent Magnet Lifter

2. Other parts: four year warranty under normal usage.
3. Itis packed in wooden box package. Apphing hlgh-snargy magnetic mateial and basid on th sdeniifi
principle of magnetism,

Meed not power supply,no complicated electrical control partneed not
installation,convenicnt for operation

Safe and reliable, implement the movement of absorbing and release
circleautomatically.can be used together with travelling crane.crane.auto
crane etc.

Can be used at single se1 or coaperation by several sels ta convey large
steel plate and other profile bar.

long service life,comvenient maintenance saving enengy.

Structure Parameter :

Size(mm)
Rated Max I Package Size

Load/kg Breakaway ; (mm)

Technical paramters table of safe automatic hoisting product series:

Force Rarce
PML-1 100 300 132 62 72 160 225130°125 3 arde
PML-4 400 1200 206 94 a3 215 300°148*190 9
AYC2-2/B 655 460 110 672 0 4000 2000
PML-6 600 1800 270 120 115 240 35042104220 20 Caash z
= == = = = = —— = AYC2-3/B 720 470 120 806 386 6000 3000
PMIL-10 1 ak 1 410* Iy
) AYC2-1/H 700 300 140 S50 156 2200 1000
PML-20 2000 5000 410 160 167 360 480°280°290 68 e | e e T e e e | e
PML-30 3000 7500 459 160 167 360 59042804290 &0 L S| Mg el T TR e 5600 3000
PML-50 5000 12500 570 230 215 680 680°380*370 192 i . AYC2-5/H 1060 580 200 1060 575 11000 5000
L AYC2-10/H 1440 800 220 1480 1300 22000 10000

AYC2-20/H 140 800 240 1560 2110 44000 20000
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Electromagnet EN818-7Lifting Chain

Material : High tensile forged and alloy steel,

Safety factor : 4:1 51

Finish : SelfColored Electroplated,Galvanized Blacken,
Powder Coated Electrophoresis.

Standard ; EM818 European Standard.

LIFTING CHAIMS

il: : L d i SJF;F::;: Fuqar: ii : 3
0.79 11 27 45.2
7121 9 24.5 1.07 1.5 a7 61.6
8*24 10 28 1.38 2 48 B804
927 10.8 306 1.75 25 62.5 101.7
10%30 125 35 22 32 76 125
1143 126 36.5 2.33 38 92 154
12*36 15 42 31 46 109 181
12.5*38 155 422 33 49 117 196
13*39 163 46 38 5 128 214
14*42 18 49 413 6.3 150 250
hiDdEI E:ﬁ::::t ‘;f;l';::lt |III|“U :H.h'lﬂlt'l' ‘k‘g] . Overall dimension rmm} 14‘5{] 1? 43 4 6'3 150 25{.
o mm A s e o | & 4 2 2 5w 7w am
MWS-TOL/1 15 120,100 490 700 £00 160 o0 30 16%48 20 56 563 8 192 320
MWS-80L/1 18 396 3000  480/250 1507300 620 800 800 160 % 30 1649 245 59.5 5.71 8 192 320
MWS-90L/1 2606 549 A500 G50/440 250,200 800 900 10490 200 125 A 16°64 239 58,59 511 a 192 320
MW5-110L/1 15 7.7 6500 1000/800 450,400 1350 1100 1140 220 150 45 1854 23 63 6.85 10 246 410
MWS5-120L71 455 10 7500 13001000 G00/S00 1700 1200 1100 220 150 45 18'64 21 60 6.6 10 246 410
MW5-130L/1 54 12 BS00 140041100  700/600 2010 1300 1240 250 175 50 15%7 T 632 - i — a0
MWS-150L71 712 15.6 11000 190071500 110:0,/500 2830 1500 1250 350 210 (11 2060 25 20 a6 125 300 500
BW5S-1651L/1 75 16.5 12500 230071800 1300/1100 3200 1650 1590 370 230 75 22°65 28 742 107 153 366 610
MW5S-1B0L/1 102 225 14500  1750/2100 160041350 4230 1800 14590 370 230 75 2266 28 77 102 153 366 610
MW5S-210L11 129 284 21000 3500/2800 2200/1850 T000 2100 1860 400 250 a0 P 26 3 a5 G 366 o

MWS-240L71 154 33.9 28000 4800/3800 ZB50/2250 9000 2400 2020 450 280 =11

24472 32 82 12.78 18 432 720

07 ol 08
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Electric Winch Hoist Engine Hoist

JD-E0
2
2380
1450
' 1550
20 Container( 148
Holder Pulley hook Extra wire rope Weight LY
1402530
o
A
J PVC waterproof bag

Quick connector Helder box S04 evercurrent
protection Model 160
:
20
s
TECHNICAL PARAMETERS — o
20 Container(pes) 148
Product name Mini truck crane — 60
Power regirements 12V DC 125amps N 13072530
- : Packqng Size GOY65*12
Line speed with no load 3.6m/min single line
Single line capacity 500kg
Double line capacity 800kg
Rotation with brake 360°*manual
Lifting cable @ Bmm=6.6m
Lifting height 1940mm e i
Mo -
Reach 1490mm
Gross weight 60kg CABSChy(On! 2
Switch cable 4.2m —
Mounting base 250mm = 250mmx 18mm Height of crane(mm] L
Packing size 140em = 3%em = 25¢m Length of crane{mm) 1550
Mounting bolt hole pattern 170mm = 170mm o
- g |
Finish Powder coated Lol o
140725430
TO*65%12

10
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MST Type Manual Forklift

Rated loadikg)

Lifting height { mmj)

Door frame material

Height of fork lowered(mm)
Fork lengthimm)

Fark regnlate width (mm)
Liftirmg speed { mm/stroke)
lawering speed ([ mm/stroke)
Front leg width { mm)
Handbe operating force ( ka)
Min.fuel quantity ( L)

Front whee| dimensian{mmm)
Rear wheel dimensicn(mm)
Dimension{mm)

Met weight | kg)

[ Page Y "

1600
104HHR
85
900
230-580
20
afe
750
24
1.6
+85x50
D180x50
2040x750x1420

115

. l - 4

1000 2000 3000

1600
128 T=F
85
800
270-680
14
ATEE
750
32
2.0
*85x30
2180x50
2050x750x1480

180

1600
168 T54H
100
1000
320-770
10
aie
750
40
3.0
@ 100x50
©180x50
2050x800x1650

280

CBY Type Manual Pallet Truck

Capacity
Load center
Weight
Load wheel{Single)
Load wheel(Tandemn)
Lifting height
Bin fork height
Owerall length
Fork dimensions
Fork width

Turning radius
(harnel width needs Tray
10001200

Channel width needs Tray
001200

Q(ka)
e{mm)
kg
rrim
mm
h 3{mm)
h 13({mm)
I 1(mm)
sfefl
b 5{mm)
W a(mm)
A st{imm)

A st{mm)

500

75-85

®180*50

= B0*T0474*T0

200/190

85/75

1534/1604

34/160/1150

350/685

1249/1319

1733/1803

1783/1803

JNDO HOISTING

S00
75-85
©180*50
TE0*T0/2T4*T0
200,190
85/75
1534/1604
54/160,/1150
550/685
1249/1319
1733/1803

1783/1803

2000 2500 3000

S00
75-85
©120*50
©B0*70/=74*70
200190
83/75
153471604
24/160/1150
550/685
1249/1319
1723/1803
178371803

| ]./]
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HHBB Type Electric Chain Hoist HSZ-C Type Chain Hoist

The HS Series C Hand Chain Hoist features a simple, efficient and
economical design. Its compact design, low headroom and lightweight steel
construction makes this hoist easy to install and cperate, even in confined

spaces.

Additional features and benefits include:

1. High elastic spring with double pawl brake system design featuring

stable operation and smooth braking It is all significant for improving
the security and dependability of the braking system through designing
dust cover of braking system.

TECHNICAL PARAMETERS Single Speed

2. Double chain guide mechanism in flanged load sheave and guide raller
facilitate smooth mavement of the load chain.

Maodel e Il el Il sl Iemve [l [Nl el Iaaireol i 3. Rolled-edge hand wheel cover .This provides smooth operation of the
Copacity(Ton) 05 1 1 15 2 2 25 3 3 3 5 hand chain when pulled sideways.
Lifting speedimymin) 72 [F:] 36 Ba (1] 34 5.6 5.6 4.4 22 18 4. Ijght webght and easy hal‘lding.

Mator Power{kw) 11 15 11 30 o 15 30 30 30 15 30 5. High efficiency and small hand pulling.
Rotation speed{r/min) 1440

Insulatien Grade F

Travelling spead{m/m 12 Slow 11my/ming Fast 21my/min

Pawer Supply 3-Phase 380V S0Hz

Contral Volage 24V 36V 48V

NOof Load Chain 1 1 2 1 1 2 1 1 2 3 2
Spec.of Load Chain o653 a7.1 ©63 @100 00 o71  ollZ  sllZ  olo0 &1 all2
et Wiskgh [ leg ) a7 &5 53 108 108 73 115 115 131 a5 145
1-Beam{mm) 75-125  75-178 75-178 82-178 82-178 82-178 100-178 100-178 100-178 100-178 112-178
TECHNICAL PARAMETERS Double Speed

HHEE

0.5-010 01-01D 01-020 1.5-01D 02-010 02-020 Z5-01D 03-010 03-02D 03-030 05-020

Capacity(Ton) 0.5 i i 15 2 2 25 3 3 3 5

Lifting speed(m,/min) T3/24 BH/23  36f2 B&2D9  65/23 3311 568 S6A8 4515 24/08 2809

Motor Power(kw) 11/0.37 1806 11037 3000 30/10 1806 3000 3000 3040 1806  30/1.0 Maodel I n;:-m:it-_.u:TJ: Sr.l.;n_xﬂ L.'mﬂ F!.un!:.i_ng! tI!".'~1 Mo.of rz-ll_.n: .!_-:n.:-:' r.rlair- : Dimensions{MM) H:-1I-.-.-rgig.'|1
Rotation speed(r/min) 1440 | life(h]) lead(T) of load chain | diameter{MM) | \ c | D (k)
Insulation Grade F HS5Z-C 05T 0.5 25 1 [ 125 111 4 134 8
Travelling speed(m/m) 12 Slow 11my/fmwin S Fast 21m/min HSZ-C 1T 1 25 15 1 [ 147 126 8 154 10
Power Supply 3-Phase 380V S0Hz H5Z-C 15T 15 25 215 1 B 183 141 34 192 16
Control Voltage 24V 36V 48V HSZ-C 2T 2 25 3 2 [ 147 126 34 154 14
MNO.of Load Chain 1 1 2 1 1 2 1 1 2 3 2 HSZ-C 3T 3 3 45 2 B 183 141 38 192 24
Spec.of Load Chain 6.3 o1 ®63 @00 @100 il o112 12 @00 7.1 1.2 HSZ-C 5T 5 3 7.5 2 10 215 163 48 224 36
Net Weight ( kg ) 54 75 60 128 128 81 135 135 151 g5 165 HSZ-C 8T 10 3 125 4 10 605 163 64 224 68
I-Beam{mm) T5-125 75-178 75-178 B2-178 82-178 B2-178 100-178 100-178 100-178 100-178 112-178 HS5Z-C 10T 20 3 25 8 10 585 191 82 229 156

] "= =" BN Pace |
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HSZ-T Type Chain Hoist HSZ-A Type Lever Chain Hoist

HSH lever block is a light, manual traction versatile lifting machinery,widely

1. The thickened high strength shell provides accurate gear centering and high used in electric power, mining, shipbuilding, construction, transportation,

) . telecammunications and other sectors, goods lifting, mechanical traction, parts
mechanical effectively. ) : ) ) .
bundles, line narrowing and to defend the pick counterpoint and other occasions,

2. The hang-sling plate design ensure convenient for assembly and disassemble, R . ; . :
o = . y especially in small workplaces, outdoor high-altitude operations and a variety of

3, Sealed bottom hook within wheel would reinforce the hook. This design also can different anglis of pulling mions of its advaibages.

prevent any torsion of load chain Feature:

4. Adopting the deep groove ball bearing of load chain sprocket, pulling is smaller. 1.Compact structure, small size, light weight, easy to carry, especially for its field

Equipped with needle bearing for supperting driving shaft i to increase the and working at height.

mechanical advantage. 2.The whele structure of high-strength steel plate, the surface spraying, coating

5. In case one of Pawl spring is damaged, the other maintains its functions. This solid, impact-resistant, wear-resistant.

machenEm Furthar inCTEaTes SUranass 3 Brakes with dual pawl brake to ensure the application of safety and reliability.

4.Guide chain structure using a closed chain guide cover structure, ensure that

the chain operation reliability.

5 Hook alloy steel forging and heat treatment process to ensure that appear in

the use of overloading is deformed without breaking the hook to ensure safe use.

6.Brake clutch device design, load pull the chain can improve the effectiveness of

freedom.

0754111543t
Main Performances and Technical specifications

in lift{M) Ioad(T) lcad chain ganete) | A | 8 | ¢ [ o | Main Performances and Technical specifications
05 25 ] 120 108 24 120 B

HSZ-T 0.5T 0.75 1 | : oy
: C . = T 5 ! vad chai imensions( Met weight
T R e R e T e s e e
HSZ-T 2T 2 25 3 2 3 142 122 34 142 14 HSH-A0.75T 0.75 15 1.125 1 [ 148 875 135 7
HSZ-T 3T 3 3 a5 2 8 178 139 38 178 24 HSH-ALT 1 15 15 1 (] 148 B7S 135 7.5
HSZ-T 5T 5 3 7.5 2 10 210 162 48 210 36 HSH-ALST 15 15 2.25 1 B8 176 102 157 11
HSZ-T&T B 3 10 3 10 156 162 64 210 58 HSH-A2T 2 15 2 1 g 176 102 157 12
H5Z-T 10T 10 3 15 4 10 158 162 64 210 68 H5H-A3T 3 15 4.5 1 10 195 109 210 19
HSZ-T 16T 16 3 20 6 10 400 196 &9 210 112 HSH-ABT [ 15 9.5 2 10 195 109 253 a2
HSZ-T 20T 20 3 30 8 10 580 189 82 210 155 HSH-AST 9 15 135 3 10 198 120 319 47

Lk ul 16
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