
MODELS SIZE PIC1 PIC2 SEPC. PRICE

RA01 Piezo

1.MOUNTING TYPE:PIEZO
2.NOMINAL IMPEDANCE:4 OHM
3.RATED POWER:10W
4.PEAK POWER:50W
5.SENSITIVITY:94 dB
6.FREQUENCY RANGE:4-27KHz
7.WIDTH:99MM
8.HEIGHT:60MM
9.MAGNET:CERAMIC
10.NET WEIGHT:48G

$0.70

RA251 1"

1.MOUNTING TYPE:SCREW ON
2.NOMINAL IMPEDANCE:8 OHM
3.RATED POWER:25W
4.PEAK POWER:150W
5.SENSITIVITY:106 dB
6.FREQUENCY RANGE:1.5-20KHz
7.DIAPHRAGM MATERIAL:TITANIUM
8.VOICE COIL DIAMETER:1"/25.4MM
9.MAGNET:80x15mm 9oz
10.NET WEIGHT:0.62KG

$3.50

RA252 1"

1.MOUNTING TYPE:SCREW ON
2.NOMINAL IMPEDANCE:8 OHM
3.RATED POWER:25W
4.PEAK POWER:150W
5.SENSITIVITY:108 dB
6.FREQUENCY RANGE:1.5-20KHz
7.DIAPHRAGM MATERIAL:PHENOLIC
8.VOICE COIL DIAMETER:1"/25.4MM
9.MAGNET:80x12mm 8oz
10.NET WEIGHT:0.62KG

$3.00

RA253 1"

1.MOUNTING TYPE:SCREW ON
2.NOMINAL IMPEDANCE:8 OHM
3.RATED POWER:20W
4.PEAK POWER:100W
5.SENSITIVITY:106 dB
6.FREQUENCY RANGE:1.5-20KHz
7.DIAPHRAGM MATERIAL:TITANIUM
8.VOICE COIL DIAMETER:1"/25.4MM
9.MAGNET:60x10mm 4oz
10.NET WEIGHT:0.3KG

$1.80
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RA254 1"

1.HOUSING MATERIAL:ALUMINUM
2.NOMINAL IMPEDANCE:8 OHM
3.RATED POWER:50W
4.PEAK POWER:300W
5.SENSITIVITY:109 dB
6.FREQUENCY RANGE:2-20KHz
7.VOICE COIL DIAMETER:1"/25.4MM
8.VOICE COIL:ALUMINUM DIAPHRAGM
9.MAGNET:70x12mm 7oz
10.NET WEIGHT:0.51KG

$7.00

RA257 1"

1.HOUSING MATERIAL:ALUMINUM
2.NOMINAL IMPEDANCE:4 OHM
3.RATED POWER:50W
4.PEAK POWER:300W
5.SENSITIVITY:89 dB
6.FREQUENCY RANGE:35Hz-20KHz
7.VOICE COIL DIAMETER:1"/25.4MM
8.VOICE COIL:ALUMINUM DIAPHRAGM
9.MAGNET:70x12mm 7oz
10.NET WEIGHT:0.51KG

$7.20

RA258 1"

1.HOUSING MATERIAL:ALUMINUM
2.NOMINAL IMPEDANCE:4 OHM
3.RATED POWER:50W
4.PEAK POWER:300W
5.SENSITIVITY:98 dB
6.FREQUENCY RANGE:3.5-23KHz
7.VOICE COIL DIAMETER:1"/25.4MM
8.VOICE COIL:TITANIUM DIAPHRAGM
9.MAGNET:70x10mm 6oz
10.NET WEIGHT:0.45KG

$6.50

RA259 1"

1.HOUSING MATERIAL:ALUMINUM
2.NOMINAL IMPEDANCE:4 OHM
3.RATED POWER:100W
4.PEAK POWER:500W
5.SENSITIVITY:97 dB
6.FREQUENCY RANGE:3-20KHz
7.VOICE COIL DIAMETER:1"/25.4MM
8.VOICE COIL:TITANIUM DIAPHRAGM
9.MAGNET:70x15mm 8oz
10.NET WEIGHT:0.6KG

$10.00

RA260 1“

1.HOUSING:ENGINEERING PLASTIC
2.NOMINAL IMPEDANCE:8 OHM
3.RATED POWER:25W
4.PEAK POWER:100W
5.SENSITIVITY:106 dB
6.FREQUENCY RANGE:1.5-18KHz
7.VOICE COIL DIAMETER:1"/25.4MM
8.VOICE COIL:TITANIUM DIAPHRAGM
9.MAGNET:40x5mm 1oz
10.NET WEIGHT:0.15KG

$6.50



RA261 1“

1.HOUSING MATERIAL:ALUMINUM
2.NOMINAL IMPEDANCE:8 OHM
3.RATED POWER:100W
4.PEAK POWER:500W
5.SENSITIVITY:97 dB
6.FREQUENCY RANGE:800Hz-22KHz
7.VOICE COIL DIAMETER:1"/25.4MM
8.VOICE COIL:SILK DIAPHRAGM
9.ANTIMAGNETIC:72x30mm 6oz
10.NET WEIGHT:0.51KG

$10.00

RA262 1“

1.HOUSING:ENGINEERING PLASTIC
2.NOMINAL IMPEDANCE:8 OHM
3.RATED POWER:25W
4.PEAK POWER:100W
5.SENSITIVITY:106 dB
6.FREQUENCY RANGE:1.5-18KHz
7.VOICE COIL DIAMETER:1"/25.4MM
8.VOICE COIL:TITANIUM DIAPHRAGM
9.MAGNET:40x5mm 1oz
10.NET WEIGHT:0.11KG

$6.00

RA263 1“

1.HOUSING:ENGINEERING PLASTIC
2.NOMINAL IMPEDANCE:8 OHM
3.RATED POWER:40W
4.PEAK POWER:300W
5.SENSITIVITY:108 dB
6.FREQUENCY RANGE:1.5-18KHz
7.VOICE COIL DIAMETER:1"/25.4MM
8.VOICE COIL:TITANIUM DIAPHRAGM
9.MAGNET:40x5mm 1oz
10.NET WEIGHT:0.14KG

$10.00

RA341 1.35"

1.THROAT DIAMETER:1"(25MM)
2.MOUNTING TYPE:SCREW ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:40W
5.PEAK POWER:200W
6.SENSITIVITY:107 dB
7.FREQUENCY RANGE:1.2-20KHz
8.VOICE COIL DIAMETER:1.35"/34.4MM
9.MAGNET:90x15mm 13oz
10.NET WEIGHT:0.92KG

$4.50

RA342 1.35"

1.THROAT DIAMETER:1"(25MM)
2.MOUNTING TYPE:SCREW ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:40W
5.PEAK POWER:200W
6.SENSITIVITY:107 dB
7.FREQUENCY RANGE:1.2-20KHz
8.VOICE COIL DIAMETER:1.35"/34.4MM
9.MAGNET:90x15mm 13oz
10.NET WEIGHT:0.92KG

$4.50



RA343 1.35"

1.THROAT DIAMETER:1"(25MM)
2.MOUNTING TYPE:SCREW ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:40W
5.PEAK POWER:200W
6.SENSITIVITY:107 dB
7.FREQUENCY RANGE:1.2-20KHz
8.VOICE COIL DIAMETER:1.35"/34.4MM
9.MAGNET:90x15mm 13oz
10.NET WEIGHT:0.92KG

$4.50

RA250 1.75"

1.THROAT DIAMETER:1"(25MM)
2.MOUNTING TYPE:BOLT-ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:60W
5.PEAK POWER:350W
6.SENSITIVITY:109 dB
7.FREQUENCY RANGE:500Hz-20KHz
8.VOICE COIL DIAMETER:1.75"/44.4MM
9.MAGNET:120x15mm 27oz
10.NET WEIGHT:2.1KG

$18.00

RA400 1.75"

1.THROAT DIAMETER:1"(25MM)
2.MOUNTING TYPE:BOLT-ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:60W
5.PEAK POWER:350W
6.SENSITIVITY:109 dB
7.FREQUENCY RANGE:500Hz-20KHz
8.VOICE COIL DIAMETER:1.75"/44.4MM
9.MAGNET:85x5mm 4oz
10.NET WEIGHT:0.87KG

$28.00

RA441 1.75"

1.THROAT DIAMETER:1"(25MM)
2.MOUNTING TYPE:SCREW ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:50W
5.PEAK POWER:300W
6.SENSITIVITY:108 dB
7.FREQUENCY RANGE:1.2-20KHz
8.VOICE COIL DIAMETER:1.75"/44.4MM
9.MAGNET:115x15mm 4oz
10.NET WEIGHT:1.52KG

$6.00

RA442 1.75"

1.THROAT DIAMETER:1"(25MM)
2.MOUNTING TYPE:SCREW ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:50W
5.PEAK POWER:300W
6.SENSITIVITY:108 dB
7.FREQUENCY RANGE:1.2-20KHz
8.VOICE COIL DIAMETER:1.75"/44.4MM
9.MAGNET:115x15mm 23oz
10.NET WEIGHT:1.52KG

$6.00



RA443 1.75"

1.THROAT DIAMETER:1"(25MM)
2.MOUNTING TYPE:SCREW ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:60W
5.PEAK POWER:300W
6.SENSITIVITY:108 dB
7.FREQUENCY RANGE:1.2-20KHz
8.VOICE COIL DIAMETER:1.75"/44.4MM
9.MAGNET:115x15mm 23oz
10.NET WEIGHT:1.52KG

$6.00

RA444 1.75"

1.HOUSING MATERIAL:ALUMINUM
2.NOMINAL IMPEDANCE:8 OHM
3.RATED POWER:100W
4.PEAK POWER:500W
5.SENSITIVITY:115 dB
6.FREQUENCY RANGE:2-20KHz
7.VOICE COIL DIAMETER:1.75"/44.4MM
8.VOICE COIL:ALUMINUM DIAPHRAGM
9.MAGNET:100x15mm 17oz
10.NET WEIGHT:1.38KG

$12.00

RA25 2"

1.HOUSING MATERIAL:ALUMINUM
2.THROAT DIAMETER:2"(51.6MM)
3.MOUNTING TYPE:SCREW ON
4.NOMINAL IMPEDANCE:16 OHM
5.RATED POWER:25W
6.PEAK POWER:150W
7.SENSITIVITY:110 dB
8.FREQUENCY RANGE:500Hz-5KHz
9.VOICE COIL DIAMETER:2"/51.6MM
10.NET WEIGHT:1.22KG

$5.50

RA60 2"

1.HOUSING MATERIAL:ALUMINUM
2.THROAT DIAMETER:1"(25MM)
3.MOUNTING TYPE:SCREW ON
4.NOMINAL IMPEDANCE:16 OHM
5.RATED POWER:60W
6.PEAK POWER:500W
7.SENSITIVITY:110 dB
8.FREQUENCY RANGE:160Hz-5.5KHz
9.VOICE COIL DIAMETER:2"/51.6MM
10.NET WEIGHT:2.22KG

$9.50

RA70 2"

1.HOUSING MATERIAL:ALUMINUM
2.THROAT DIAMETER:1"(25MM)
3.MOUNTING TYPE:SCREW ON
4.NOMINAL IMPEDANCE:16 OHM
5.RATED POWER:70W
6.PEAK POWER:500W
7.SENSITIVITY:110 dB
8.FREQUENCY RANGE:180Hz-6KHz
9.VOICE COIL DIAMETER:2"/51.6MM
10.NET WEIGHT:1.3KG

$7.00



RA75 2"

1.HOUSING MATERIAL:ALUMINUM
2.THROAT DIAMETER:1"(25MM)
3.MOUNTING TYPE:SCREW ON
4.NOMINAL IMPEDANCE:8-16 OHM
5.RATED POWER:100W
6.PEAK POWER:1000W
7.SENSITIVITY:114 dB
8.FREQUENCY RANGE:160Hz-8KHz
9.VOICE COIL DIAMETER:2"/51.6MM
10.NET WEIGHT:2.3KG

$14.00

RA100 2"

1.HOUSING MATERIAL:ALUMINUM
2.THROAT DIAMETER:1"(25MM)
3.MOUNTING TYPE:SCREW ON
4.NOMINAL IMPEDANCE:16 OHM
5.RATED POWER:100W
6.PEAK POWER:1000W
7.SENSITIVITY:115 dB
8.FREQUENCY RANGE:160Hz-8KHz
9.VOICE COIL DIAMETER:2"/51.6MM
10.NET WEIGHT:1.82KG

$8.00

RA102 2"

1.HOUSING MATERIAL:ALUMINUM
2.THROAT DIAMETER:1"(25MM)
3.MOUNTING TYPE:SCREW ON
4.NOMINAL IMPEDANCE:8-16 OHM
5.RATED POWER:100W
6.PEAK POWER:1000W
7.SENSITIVITY:114 dB
8.FREQUENCY RANGE:160Hz-8KHz
9.VOICE COIL DIAMETER:2"/51.6MM
10.NET WEIGHT:1.8KG

$27.00

RA150 2"

1.HOUSING MATERIAL:ALUMINUM
2.THROAT DIAMETER:1"(25MM)
3.MOUNTING TYPE:SCREW ON
4.NOMINAL IMPEDANCE:16 OHM
5.RATED POWER:150W
6.PEAK POWER:1500W
7.SENSITIVITY:115 dB
8.FREQUENCY RANGE:160Hz-8KHz
9.VOICE COIL DIAMETER:2"/51.6MM
10.NET WEIGHT:1.97KG

$12.00

RA512 2"

1.THROAT DIAMETER:1"(25MM)
2.MOUNTING TYPE:SCREW ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:80W
5.PEAK POWER:500W
6.SENSITIVITY:109 dB
7.FREQUENCY RANGE:1.0-20KHz
8.VOICE COIL DIAMETER:2"/51.3MM
9.MAGNET:134x17mm 33oz
10.NET WEIGHT:2.2KG

$10.00



RA513 2"

1.THROAT DIAMETER:1"(25MM)
2.MOUNTING TYPE:SCREW ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:80W
5.PEAK POWER:500W
6.SENSITIVITY:109 dB
7.FREQUENCY RANGE:1-20KHz
8.VOICE COIL DIAMETER:2"/51.3MM
9.MAGNET:134x17mm 33oz
10.NET WEIGHT:2.2KG

$10.00

RA300 2.6"

1.HOUSING MATERIAL:ALUMINUM
2.THROAT DIAMETER:1"(25MM)
3.MOUNTING TYPE:SCREW ON
4.NOMINAL IMPEDANCE:16 OHM
5.RATED POWER:300W
6.PEAK POWER:2000W
7.SENSITIVITY:110 dB
8.FREQUENCY RANGE:160Hz-6KHz
9.VOICE COIL DIAMETER:2.6"/66MM
10.NET WEIGHT:2.77KG

$16.00

RA721 2.84"

1.THROAT DIAMETER:2"(50MM)
2.MOUNTING TYPE:BOLT ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:80W
5.PEAK POWER:800W
6.SENSITIVITY:110 dB
7.FREQUENCY RANGE:500Hz-18KHz
8.VOICE COIL DIAMETER:2.84"/72.2MM
9.MAGNET:170x20mm 61oz
10.NET WEIGHT:4.4KG

$21.00

RA751 3"

1.THROAT DIAMETER:1.5"(38MM)
2.MOUNTING TYPE:BOLT-ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:100W
5.PEAK POWER:1000W
6.SENSITIVITY:111 dB
7.FREQUENCY RANGE:500Hz-18KHz
8.VOICE COIL DIAMETER:3"/74.5MM
9.MAGNET:170x20mm 61oz
10.NET WEIGHT:4.5KG

$31.00

RA752 3"

1.THROAT DIAMETER:1.5"(38MM)
2.MOUNTING TYPE:BOLT-ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:120W
5.PEAK POWER:1200W
6.SENSITIVITY:112 dB
7.FREQUENCY RANGE:500Hz-18KHz
8.VOICE COIL DIAMETER:3"/74.5MM
9.MAGNET:170x20mm 61oz
10.NET WEIGHT:4.54KG

$33.00



RA800 3"

1.THROAT DIAMETER:1.5"(38MM)
2.MOUNTING TYPE:BOLT-ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:150W
5.PEAK POWER:1500W
6.SENSITIVITY:115 dB
7.FREQUENCY RANGE:500Hz-18KHz
8.VOICE COIL DIAMETER:3"/74.5MM
9.MAGNET:32x7mm 13pcs 10oz
10.NET WEIGHT:2.15KG

$63.00

RA900 3.5"

1.THROAT DIAMETER:2"(50MM)
2.MOUNTING TYPE:BOLT ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:400W
5.PEAK POWER:2000W
6.SENSITIVITY:123 dB
7.FREQUENCY RANGE:200Hz-9KHz
8.VOICE COIL DIAMETER:3.5"/90MM
9.MAGNET:132.5x8mm 12oz
10.NET WEIGHT:3.1KG

$296.00

RA880 3"

1.THROAT DIAMETER:1.5"(38MM)
2.MOUNTING TYPE:BOLT-ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:150W
5.PEAK POWER:1500W
6.SENSITIVITY:115 dB
7.FREQUENCY RANGE:500Hz-18KHz
8.VOICE COIL DIAMETER:3"/74.5MM
9.MAGNET:125x5mm 13oz
10.NET WEIGHT:2.1KG

$65.00

RA1000 4"

1.THROAT DIAMETER:1.5"(38MM)
2.MOUNTING TYPE:BOLT-ON
3.NOMINAL IMPEDANCE:8 OHM
4.RATED POWER:200W
5.PEAK POWER:2000W
6.SENSITIVITY:115 dB
7.FREQUENCY RANGE:500Hz-18KHz
8.VOICE COIL DIAMETER:4"/100MM
9.MAGNET:220x20mm 122oz
10.NET WEIGHT:7KG

$58.00


